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Light Bulb Lumen Test

Untreated DeoxIT® D-Series DeoxIT® Shield S-Series

DeoxIT® Gold G-Series DeoxIT® Gold Gx-Series

Humidity/Salt Test Cabinet
Exposed to 180OC  at 
approximately 85% humidity.
60 days simulates 10 year life.

All informa�on and data contained in this literature are 
believed to be accurate,however, it should not be taken as 
defini�ve for all users. All materials may present unknown 
hazards and should be used with cau�on. Improper use can
cause damage to products and to individuals health. Users 
should thoroughly test adver�sed products in their 
applica�on, and independently determine sa�sfactory results 
before use in large scale produc�on or manufacturing 
processes.

Comparison Lumen Test: 
DeoxIT® D-Series, DeoxIT® Shield S-Series, DeoxIT® Gold 
G-Series and DeoxIT® Gold Gx-Series
Part No. CH-LBT-17.pdf

Fixture 
placed in 
Humidity/Salt 
Cabinet

LIFE TEST - Humidity/Salt Spray TEST  (#CH-LBT-17)

RESTORE TEST AFTER LIFE TEST  (#CH-LBR-17B)
(Light bulb base and socket treated with DeoxIT®)
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Light Bulb Lumen Restore

Untreated DeoxIT® D-Series DeoxIT® Shield S-Series

DeoxIT® Gold G-Series DeoxIT® Gold Gx-Series

Treat Light Bulbs and Sockets 
AFTER Humidity/Salt Test 
Cabinet Exposed to 180OC  at 
approximately 85% humidity.

All informa�on and data contained in this literature are 
believed to be accurate,however, it should not be taken as 
defini�ve for all users. All materials may present unknown 
hazards and should be used with cau�on. Improper use can
cause damage to products and to individuals health. Users 
should thoroughly test adver�sed products in their 
applica�on, and independently determine sa�sfactory results 
before use in large scale produc�on or manufacturing 
processes.

RESTORE Lumen AFTER Life test: 
DeoxIT® D-Series, DeoxIT® Shield S-Series, DeoxIT® Gold 
G-Series and DeoxIT® Gold Gx-Series
Part No. CH-LBR-17B.pdf


